The control of polarization state in soft and hard X-ray light is of crucial interest to probe structural and symmetry properties of matter. Thanks to their Apple-II type undulators, the FERMI-Free Electron Lasers are able to provide elliptical, circular or linearly polarized light within the extreme ultraviolet and soft X-ray range. In this paper, we report the characterization of the polarization state of FERMI FEL-2 down to 5 nm. The results show a high degree of polarization of the FEL pulses, typically above 95%. The campaign of measurements was performed at the Low Density Matter beamline using an electron Time-Of-Flight based polarimeter.
Introduction
Circularly polarized light is a fundamental tool for studying structural and symmetry properties of matter with circular dichroism experiments. Circular dichroism enables investigations into the chirality of systems and the determination of magnetic properties [1] [2] [3] or specific molecular characteristics [4, 5] . The use of highly intense, ultrashort elliptically polarized X-ray pulses offers the advantage of selective tunning to resonances, as well as the ability to probe on a small spatial scale, and on a femtosecond time scale, materials with tightly bound electrons.
Variable-polarization undulators have long been used in synchrotron light sources to provide light of arbitrary polarization in the extreme ultraviolet and X-ray domain albeit with a long pulse duration (picoseconds) and a low peak power [6] [7] [8] [9] [10] [11] . High-harmonic-generation (HHG) sources can easily produce ultrashort pulses and they can be adjusted to control the polarization ellipticity [12] [13] [14] . However, HHG pulses have a low intensity and are generally limited to the extreme ultraviolet range due to a sharp drop of efficiency of the conversion process.
The above limitations can be overcome by the new generation of soft and hard X-ray free electron lasers (XFEL). For several practical reasons, XFELs were designed, and currently operate, with linearly polarized undulators. Simplicity, lower cost of construction and tight requirements on the magnetic field quality favor linearly polarized undulators against variable polarization types. The former also offer higher magnetic fields in combination with a shorter undulator period. An alternative to produce a polarized hard X-ray beam by means of phase-retarder crystals has the drawbacks of a pulse intensity reduced by several orders of magnitude and of a poor degree of polarization, typically below 60% [15, 16] . Another alternative for radiation polarization control in facilities based on linearly polarized undulators relies on the superposition of two orthogonally polarized pulses [17] [18] [19] . Finally, in seeded FELs, where the amplification process is expedited by the use of an external seed, the required undulator length is reduced and the use of variable polarization undulators is a viable solution.
Among currently operational FELs, FERMI [20, 21] is the only one equipped with variable polarization undulators, of Apple-II type [22] . LCLS (Linac Coherent Light Source, USA) has recently commissioned a variable polarization afterburner of DELTA-type [23] , placed at the end of the main undulator line [24] . However, such a design suffers from contamination by the linearly polarized FEL entering the afterburner and requires a delicate adjustment of the machine, e.g., reverse tapering and a beam-diverting scheme.
In the past years of FERMI operation, users have already exploited the circularly polarized light to study dichroic effects [3, [25] [26] [27] . The purity of the polarization is a key parameter for the success of users' experiments. To satisfy this requirement, a systematic characterization of the polarization state of the FERMI FEL-1, whose wavelength ranges from 100 to 20 nm, was conducted a few years ago [28] and has shown a very good degree of polarization, consistently above 90%. More recently, a second FEL line (FERMI FEL-2) has been commissioned to produce radiation down to 4 nm and is now available for users' operation [21] .
In this paper, we perform a systematic characterization of the polarization state of FERMI FEL-2: in Section 2.1, we briefly describe the FERMI FEL-2 line. Then, we present the experimental setup: the photon beam transport in Section 2.2 and the electron Time-Of-Flight (eTOF) based polarimeter in Section 2.3. Section 3 reports the results obtained and an evaluation of the effect of the transport optics. Section 4 summarizes our conclusions.
Materials and Methods

FERMI FEL-2
FERMI is a FEL user facility. It hosts two separate FEL lines (Figure 1 ) based on the external seeding technique, in order to deliver spatially and longitudinally coherent pulses in the extreme ultraviolet range with ultrahigh peak brightness, narrow bandwidth spectrum, and stable and ultra short pulse duration in the sub-100-fs range [20, 21, 29] . The FEL-1 line covers the spectral range 100-20 nm, while the FEL-2 line can reach shorter wavelengths in the range 20-4 nm, thanks to a double stage high gain harmonic generation (HGHG) setup [30] based on the fresh bunch approach [31] . The two lines share the electron beam delivered by the same linear accelerator complex. The electron beam energy can be adjusted from 0.9 to 1.5 GeV. In the case of FEL-2, this enables us to extend the tuning range depending on the required polarization state and wavelength. In this study, the characterisation of the second stage radiation at "long" wavelength, i.e., above 6 nm, were performed at an electron beam energy of 1 GeV, while the measurements below 6 nm were done at an energy of 1.45 GeV. The electron beam parameters used in the experiment are reported in Compared with self-amplified spontaneous emission (SASE) mode, the HGHG scheme uses an external laser to imprint a modulation on the electron beam, which is then amplified and leads to coherent light emission at harmonics of the initial laser frequency. There are two configurations available for the seed laser of FERMI. A seed laser with tunable wavelength is provided by an optical parametric amplifier (OPA) pumped by a Ti:Sapphire laser, or a fixed-wavelength seed laser is obtained by the third harmonic generation (THG) of the Ti:Sapphire laser. The best output pulse energy performance and spectral quality are usually available when the FEL is seeded with the THG seed laser, which is the mode used for the campaign of polarization measurements on FEL-2. The THG seed laser parameters are summarized in Table 2 . On FEL-2, the HGHG double-stage cascade scheme uses the light emitted by a first HGHG FEL to seed a second FEL stage (Figure 1 , bottom). The interaction in the second stage is shifted to the head of the electron bunch by means of a magnetic chicane that delays the electron beam. Thus, the radiation of the first stage can seed a fresh portion of the electron beam that has not been affected by the FEL emission in the first stage. The first stage is a replica of the FEL-1 (Figure 1 , top) with a reduced number of radiators. It is generally operated in circular polarization in order to obtain the highest energy per pulse necessary to seed the second stage but can also be set to linear horizontal or vertical polarization. The second stage can be tuned to linear horizontal, vertical or circular left or right polarization. As pointed out before, we used two different beam energies in order to extend the tuning range of the FEL. The associated parameters of the undulator chain are reported in Table 3 .
In user operation, the light of the first stage is usually filtered out and the transport line of the FEL light is generally optimized for the short wavelengths emitted in the second part of the undulators. Moreover, the transverse profile of the first stage pulse is spoiled by diffraction in the vacuum chamber of the electron beam. Nonetheless, a recent user experiment took advantage of the presence of the first stage pulses in order to perform UV-pump soft-X-ray-probe either with the first or second stage pulse [32] . Another user experiment consisted of a soft-X-ray pump-probe experiment with both the first (pump) and the second (probe) stage [33] . The independent control of the polarization state of the first and second stage is thus of crucial interest for the user community. 
The Photon Beam Transport
The photon beam paths of the two FEL lines merge in the safety hutch (see Figure 2) ; photons are then transported to the experimental station through a common set of optics. The photon beam is analyzed before its delivery to the beamline endstations through the PADReS (Photon Analysis, Delivery and Reduction System) section of the machine [34] . Each FEL line has its own noninvasive beam diagnostics and transverse shaping instruments like an intensity monitor, a gas absorber and a set of double slits to adjust the beam aperture. At the end of the safety hutch, either the FEL-1 or the FEL-2 path can be selected by means of the PM1b plane mirror. At the exit of the safety hutch, the FEL spectrum is acquired using the energy spectrometer PRESTO (Pulse-Resolved Energy Spectrometer: Transparent and Online) [35] by diffracting and detecting ≈ 2% of the total intensity of the light. One of three different gratings can be used: the low-energy (LE) grating that covers the range 100-24.8 nm, the high-energy (HE) grating for the 27.6-6.7 nm range, and the super-high-energy (SHE) grating for wavelengths below 12.7 nm. The almost unperturbed photon beam is transported to the desired endstation through the three-way chamber that deflects the beam by means of a switching mirror. The polarimeter used in the experiment was mounted on the Low Density Matter (LDM) endstation [36] .
Due to the geometry of the optics transport to the LDM station (four mirrors reflecting in the horizontal plane and two in the vertical plane in the case of FEL-2), the vertical polarization is better transmitted than the horizontal one, especially for wavelengths longer than 10 nm (Figure 3a , red and blue lines). As an example, the ratio between the transmission of vertical and horizontal polarization for a radiation at 26 nm is equal to 1.1. Moreover, the transport optics contribute also to a different phase delay for the horizontal and the vertical polarization (Figure 3a , green line). The difference in transmission and phase delay induce a wavelength-dependent change of ellipticity. Figure 3b shows the corresponding deformation of the photoelectron angular distribution for circularly polarized light at 26 nm (see Section 2.3 for details on the photoelectron angular distribution). In order to control the intensity ratio between the first and second stage, a series of filters (Zirconium, Palladium) can be inserted along the transport, in particular to suppress the radiation from the first stage. A gas cell can also be filled with diverse atomic gases to attenuate either the radiation of the first or second stage, depending on the selected gas (Nitrogen, Helium, Neon). A double slit system can be used as a spatial filter for the first stage light, which is more divergent than that of the second stage.
The Electron Time-Of-Flight Polarimeter
Several established methods exist to characterize the polarization of an undulator [27, [37] [38] [39] [40] . In our previous work [28] , we extensively compared the merits of different instruments, namely, an optical, a fluorescence, and an eTOF polarimeter. We preferred the latter instrument over the other two because it permits non-invasive, single-shot measurements over a large wavelength range. In the case of FERMI FEL-2, the use of the eTOF polarimeter allows for simultaneous measurements of the two FEL stage emissions.
The eTOF polarimeter designed, manufactured and assembled by DESY in Hamburg, Germany, is a 16-channel electron time-of-flight (eTOF) spectrometer (Figure 2 ). The device is generally mounted such that it measures photoelectrons emitted in the plane perpendicular to the beam propagation direction [41, 42] . The spectrometers allow us to detect the angular distribution of the photoelectrons that are emitted by the ionizing radiation of a target gas (here, He and Ne). In our case, the kinetic energies of the detected electrons range from about 0-300 eV. The angular distribution depends on the degree of linear polarization and on the particular subshell of an atomic gas target that is ionized.
In the dipole approximation, the photoelectron angular distribution (PAD) can be described by the following expression:
where A is the intensity, P lin the degree of linear polarization, ψ the direction of the linear polarization and θ the angle of detection. Notice that A ≥ 0, 0 ≤ P lin ≤ 1 and −π ≤ ψ ≤ π. β 2 describes the angular anisotropy parameter. For the case of He atoms, β 2 is equal to 2, which leads, in the case of completely linear, horizontal polarized radiation, to an emission pattern with lobes in the horizontal direction and a node in the vertical direction. The degree of circular polarization can be deduced upon assuming that the radiation is fully polarized. This assumption is reasonable in the case of FERMI FELs since it has already been demonstrated, by measuring the linear polarization, that the degree of polarization is clearly above 90% [28] . The degree of circular polarization (P circ ), without distinction between left and right, can be evaluated by the formula P circ = 1 − P 2 lin . The efficiency and the relative transmission of the 16 detectors were normalized by analyzing the distribution of a Ne gas target ionized at a wavelength of 43.7 nm, where β 2 = 0 [43] , i.e., the PAD is isotropic regardless of the state of light polarization. Only the first stage of FEL-2 was used for the calibration, in linear horizontal polarization at 43.7 nm with an energy per pulse of ∼2 µJ to avoid saturation effects in the detectors. Figure 4 shows a typical signal obtained from the eTOF polarimeter using He as gas target. The 16 spectral traces (Figure 4a ) are composed of two photoelectron peaks. The calibration from time-of-flight t to photon energy E ph was done by fitting the FEL peaks to the formula E ph = (a/(t − t 0 )) 2 + b. This calibration allows for identifying the emission from the first and second stage but does not enter in the data processing. The photoelectron peak at long time-of-flight corresponds to the emission from the first stage, while the peak at short time-of-flight corresponds to the emission from the second stage. The analysis of the eTOF signals allows for reconstructing the angular distribution of the photoelectrons ionized by the two-color polarized FEL pulses (Figure 4b ). The single-shot PAD is obtained by integrating numerically the area of the emission line of each detector. The intensity of the FEL pulses was adjusted in order to avoid saturation on the detectors and signal ringing, which can introduce cross-talk between the two stage signals. By fitting the single-shot PAD with Equation (1), one can determine the characteristics of the polarized light. In Figure 4 , the two colors have different PAD patterns. Here, the first stage was set to circular right polarization while the second stage was set to linear horizontal one. For horiziontally polarized light, one can see the nodes along the vertical direction (90 • , 270 • ) in the photoelectron distribution.
Results and Discussion
Polarization measurements were carried out at the LDM beamline for various undulators configurations. Thanks to the parallel detection of electrons of all kinetic energies in the time-of-flight spectrometers and the single-shot capability of the eTOF polarimeter, it has been possible to measure simultaneously the polarization of the first and second stage of FEL-2 ( Figure 5) . A full set of acquisitions took around 10 min, which corresponds to ≈ 6000 FEL pulses. For the reported data, the first stage was tuned at the tenth and eleventh harmonic of the seed laser while the second stage was tuned at the fourth, fifth and sixth harmonic of the first stage. In the case of FEL-2, the light emitted from the first stage is used as a seed for the second stage. Inasmuch as the first and the second stage can be detected simultaneously in the eTOF polarimeter, we can study the influence of the first stage emission on the polarization state of the second stage ( Figure 6 ). The intensity of both the first and second stage, inside the polarimeter (i.e., after transport to LDM through the PADReS line), is clearly correlated as expected (Figure 6a) . From the data in Figure 6b , one can see that the degree of polarization of the second stage is independent of the polarization state of the first stage. Moreover, as shown in Figure 6c ,d, the degree of polarization of the second stage is also insensitive to the intensity of the first stage seed as well as to the FEL output power (i.e., intensity of the second stage emission). As expected, the absence of correlation between the degree of polarization of the two stages and the intensities confirms that two polarizations are independent and can be tuned separately. Results also suggest, as already reported [19, 28] , that measured polarization fluctuations are mostly related to instrumental statistical uncertainty of the polarimeter and not associated with a real fluctuation of the degree of polarization. One feature of FERMI FEL resides in the used undulator type, the variable polarization undulators of Apple-II type [22] , which permits switching from one state to another state of polarization in a fast and reliable way. We report, in Figure 7 , measurements of the direction of polarization with the radiators of the second stage tuned in linear horizontal (LH) and linear vertical (LV) polarization mode. The trend of the moving averages show a good stability of the direction of polarization and low single shot fluctuations. The complete results of polarization measurements are summarized in Table 4 . The Stokes parameters S 1 and S 2 are extracted from the degree and the direction of the linear polarization using trigonometric relationships, while S 3 is deduced assuming a completely polarized light. The results indicate a high degree of polarization (> 95%) for almost all the polarizations and wavelengths studied. Figure 8 presents the measured Stokes parameters in the case of circularly polarized light, combined with the predicted Stokes parameters including beam-line-transport and contamination effects. In the case of circularly polarized light, we observe a non-negligible ellipticity that can be explained by the asymmetric transmission of the transport optics between LH and LV polarizations (Figure 3) . The effect is particularly noticeable for "long" wavelengths. The calculation of the Stokes parameters neglects the unpolarized component of light that might be attributed to transport optics with residual roughness and diffraction effects. The carbon contamination can alter the transmission ratio between horizontal and vertical polarization [44] more than what was predicted from uncontaminated optics and reported in Figure 3a . The off-axis emission may also contribute to the degradation of the degree of polarization. 
Conclusions
We have presented a study of the FEL polarization produced by FERMI FEL-2 in the soft X ray domain, for a large range of wavelengths and different undulator settings. The characterization of the second stage of FERMI FEL-2, together with the first stage, has been achieved. Our results highlight a high quality of the FEL polarization. We have shown that the polarization state of the two stages may be controlled and adjusted separately by changing the undulator polarization settings. These results pave the way for a new class of circular dichroism experiments based on two polarized beams. In the case of circular FEL polarization, a small ellipticity has been measured and may be explained, in part, by the asymmetry in the transmission of the s and p polarization along the photon transport. A fine tuning of the undulator settings could be used to compensate the effect of beamline transmission, thereby eliminating the spurious amount of linear polarization, in order to provide FEL radiation that is completely circularly polarized.
